
AT BUFFALO, 
WE’RE ALWAYS ON 

GET SERIOUS ABOUT PROTECTING YOUR DATA

Product Highlights:
• Available in 2-bay and 4-bay desktop models

and a 1U 4-bay rackmount model

•

• NAS-grade hard drives designed for
reliability in always-on operation

• Storage capacity from 4 TB up to  TB

•

• Data & drive encryption securing your data

• Integrated backup to 3rd party cloud
services

• Supported by Windows, Windows
Server and Mac® OS

• Includes NovaBACKUP® Buffalo
Edition software with one server and ten
workstation licenses

•

• Three-year limited warranty with
additional warranty services available

• 24/7 US-based technical support

US & CANADA: (800) 688-7466 www.BuffaloAmericas.com24/7 North American-Based Tech Support | 3-Year Warranty



PRODUCT SPECIFICATIONS

MODELS
Part Numbers

TS32 0DN (2-BAY) TS34 0DN (4-BAY) TS34 0RN (4-BAY RACKMOUNT)

  Desktop Desktop Rackmount

INTERNAL HARD DRIVES
Number of Drives 2 4

Capacity Range 4, 8 TB 4, 8, 1 ,  TB

Drive Interface SATA 6 Gbps SATA 6 Gbps

Supported RAID 0/1/
JBOD (Individual Disks)

4

4, 8, 1 ,  TB

SATA 6 Gbps

0/1/5/6/10/

JBOD (Individual Disks)
0/1/5/6/10/
JBOD (Individual Disks)

USB INTERFACE
Standards Compliance USB 3.0 USB 3.0 USB 3.0

Connector Type A type A type A type

Number of Ports 2x USB 3.0 2x USB 3.0 3x USB 3.0

Data Transfer Rates 5 Gbps 5 Gbps 5 Gbps

PERFORMANCE
CPU

Memory

Annapurna Labs® Alpine Processor

AL21  (1.4 GHz -Core)

1 GB DDR3

Annapurna Labs® Alpine Processor

AL21  (1.4 GHz -Core)

1 GB DDR3

Annapurna Labs® Alpine Processor

AL21  (1.4 GHz -Core)

1 GB DDR3

ENVIRONMENTAL & POWER
Power Consumption Max 85W

Data Transfer 3 W
Idling W

Max 85W
Data Transfer W
Idling W

Max 100W
Data Transfer 5 W
Idling W

Power Supply Internal AC 100-240V Universal 50/60Hz Internal AC 100-240V Universal 50/60Hz Internal AC 100-240V Universal 50/60Hz

Operating Temperature 32˚ - 104˚F (0˚ - 40˚C) 32˚ - 104˚F (0˚ - 40˚C) 32˚ - 104˚F (0˚ - 40˚C)

Operating Humidity 10 - 85% non-condensing 10 - 85% non-condensing 10 - 85% non-condensing

SHIPPING
Package Dimensions (LxWxH)

Package Weight

14.09 x 12.24 x 12.60 in

 lbs

14.06 x 12.18 x 14.31 in

 lbs

23.03 x 21.26 x 7.87 in

 lbs

LAN INTERFACE

Standards Compliance

Number of Ports

Data Transfer Rates

Supported Protocols

Network File Services

Connector Type

TCP/IP

CIFS/SMB, AFP, FTP/FTPS/SFTP, NFS

RJ-45

CLIENT OS SUPPORT Windows® 10, Windows® 8.1 (32-bit/64-bit), Windows® 7 (32-bit/64-bit), 2022 Windows Server® 2019, Windows 
Server® 2016, Windows Server® 2012,  Windows Server® 2008, Windows Server® 2008R2, macOS® 10.9 or 

ACCESSORIES 

Compatible Hard Drives

Warranties

OP-HD2.0N, OP-HD4.0N, OP-HD .0N

3YNBD20, 3YKYD40, 3YKYD30, 5YNBD30, , 5YKYD40, 5YKYD30
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WARRANTY  warranty  KYD (Keep Your Drive)  NBD (Next Business Day) 
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